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PREBID INSPECTION/ WORK SITE

INSPECTION:

1. ALL PROSPECTIVE BIDDERS SHOULD

INSPECT THE WORK SITE PRIOR TO THE

BID OPENING TO TAKE AND VERIFY

DIMENSIONS VERIFY SITE CONDITIONS,

ASK QUESTIONS, ETC.

2. CALL ENGINEERING OFFICE AT   304-263-0811

EXT. 3381  TO SCHEDULE SITE VISIT.  ALL VISITS

ARE TO BE ESCORTED DUE TO SECURITY.

3. CONTRACTOR TO VERIFY ALL DIMENSIONS

AND SQUARE FOOTAGES PROVIDED.
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SAFETY

1. GC TO VERIFY BASE BUILDING AS BUILT CONDITIONS PRIOR TO PROCEEDING WITH WORK AND IMMEDIATELY NOTIFY VAMC

REPRESENTATIVE OF ANY CONDITIONS CONTRARY TO THOSE SHOWN OR INFERRED ON THE DRAWINGS.

2. WORK TO BE PERFORMED IN ACCORDANCE WITH THE RULES AND REGULATIONS OF GOVERNMENTAL AGENCIES HAVING

JURISDICTION AND SHALL CONFORM TO ALL FEDERAL CONSTRUCTION, SAFETY AND SANITARY LAWS, CODES, STATUTES

AND ORDINANCES.

3. MANUFACTURER NAMES AND PRODUCTS ARE INDICATED ON DRAWINGS TO INDICATE MINIMUM PERFORMANCE CRITERIA.

EQUALS OR COMPARABLES CAN BE SUBMITTED FOR REVIEW DURING THE SUBMITTAL PROCESS.

4. THE GENERAL CONTRACTOR SHALL COMPLY WITH THE BUILDING RULES AND REGULATIONS FOR WORKING HOURS FOR

CONSTRUCTION AND DEMOLITION OPERATIONS, USE OF LOADING DOCKS AND ELEVATORS, DELIVERY AND HANDLING OF

MATERIAL AND RUBBISH REMOVAL.

5. ALL LUMBER, WOOD GROUNDS, NAILERS AND BLOCKING CONCEALED IN WALLS OR LOCATED IN CEILING PLENUMS SHALL BE

FIRE-RETARDANT TREATED.

6. EXTREME CARE SHALL BE EXERCISED IN CUTTING, DRILLING OR ANCHORING TO THE EXISTING STRUCTURE. IF ANY

DETERIORATION OR DAMAGE TO THE EXISTING STRUCTURE OCCURS OR IS OBSERVED DURING DEMOLITION OPERATIONS, IT

SHALL BE REPORTED TO THE VAMC REPRESENTATIVE.

7. CONTRACTOR TO COORDINATE ISOLATION OF SMOKE DETECTORS AND FIRE ALARM DEVICES WITH COTR PRIOR TO START

OF DEMOLITION.

8. MANDATORY INFECTION CONTROL/CONSTRUCTION EVALUATION:

A. OBTAIN INFECTION CONTROL DOCUMENTS AND START WORK PERMIT BEFORE CONSTRUCTION BEGINS.

B. ISOLATE HVAC SYSTEM IN AREAS WHERE WORK IS BEING DONE TO PREVENT CONTAMINATION OF DUCT SYSTEM.

C. COMPLETE ALL CRITICAL TEMPORARY BARRIERS OR IMPLEMENT CONTROL CUBE METHOD BEFORE CONSTRUCTION

BEGINS

D. MAINTAIN NEGATIVE AIR PRESSURE WITHIN WORK SITE UTILIZING HEPA EQUIPPED AIR FILTRATION UNITS.

E. DO NOT REMOVE TEMPORARY BARRIERS FROM WORK AREA UNTIL COMPLETE PROJECT IS INSPECTED BY VAMC SAFETY

REPRESENTATIVES.

F. SEAL ALL HOLES, PIPES, CONDUITS AND PUNCTURES APPROPRIATELY.

G. VACUUM WORK AREA WITH HEPA FILTERED VACUUMS.

H. CONTAIN CONSTRUCTION WASTE BEFORE TRANSPORT IN TIGHTLY COVERED CONTAINERS.

H. SEAL AND CLEAN TRANSPORT RECEPTACLES OR CARTS.

9. WET MOP AREA WITH DISINFECTANT.

1. THE VA MEDICAL CENTER IS AN OSHA INSPECTED   WORK SITE AND CONTRACTORS ARE

SUBJECTED TO    FOLLOW ALL VA AND OSHA SAFETY RULES,   REGULATIONS AND STANDARDS.

2. CONTRACTOR IS REQUIRED TO PROVIDE FALL    PROTECTION FOR HIS EMPLOYEES.  A FALL

PROTECTION PLAN SHOULD BE ESTABLISHED    AND SUBMITTED TO THE VA.

3. THE CONTRACTOR IS TO PROTECT PATIENTS,   VISITORS AND EMPLOYEES FROM FALLING

DEBRIS FOR THE DURATION OF THIS PROJECT.

SECURITY

GENERAL CONTRACTOR'S EMPLOYEES SHALL NOT ENTER THE PROJECT SITE WITHOUT

APPROPRIATE BADGE. CONTRACTORS MUST OBTAIN ID BADGES IN ACCORDANCE WITH MEDICAL

CENTER MEMORANDUM (MCM) 05-04 “PERSONNEL SUITABILITY AND SECURITY PROCEDURES. THEY

MAY ALSO BE SUBJECT TO INSPECTION OF THEIR PERSONAL EFFECTS WHEN ENTERING OR LEAVING

THE PROJECT SITE.

General Notes.

Drawing Index:

415B Renovate B-Side for Space Project 613-13-137

Building 415B currently houses the accommodations of the HOPTEL program on the federally owned
VA Medical Center campus in Martinsburg, WV.  The facility is a single story building, approximately
2,400 gross square feet in size.  The program of the future renovation includes two separate suites that
each includes living rooms, bedrooms, kitchens, bathrooms and closets for mechanical and electrical
rooms.

This project completely renovates 415B with new interior walls and finishes and reconfiguration of the
space for greater accessibility to patients and their families, improved interior accommodations for a
'home-like' atmosphere and greater energy efficiency for the building as a whole with modern
materials, devices and equipment.  The scope of work shall include but not limited to the following:

Demolition
1. Removal of exterior concrete landing and stairs and supported canopy.
2. Fire-suppression system to remain operational until new system has been installed and tested.
3. Spray the existing painted surfaces with a lead neutralizing sealant, and then scrape the loose

paint from the walls. Collect the debris and have it tested for leachate (TCLP). It is assumed that
the debris could then be placed in a lined landfill. Alternately, the walls can be wet scraped, debris
collected, debris tested, and then the debris hauled to a hazardous landfill, if the sample fails the
TCLP test.

New Work
1. Construction of two new living suites to include living room, bedrooms, bathrooms & kitchen for

each suite.
2. Construction of new mechanical and electrical closet to serve entire building.
3. Make adjustments to the fire suppression system as necessary to insure the sprinkler heads are at

the right height and location for the new layout of walls and ceilings.
4. Installation of new exterior windows.
5. Construction of new concrete porch, stairs, canopy and installation of wheelchair lift.
6. Modification to existing side-walk for connection to new porch and stair.

Scope of Work

Title

Cover Sheet

Floor Plan - Demolition

Renovation - Floor Plan

Porch - Details

Exterior - Elevations (Facing North, South & West)

Kitchen - Partial Floor Plan & Elevations

Kitchen - Partial Floor Plan & Elevations

Bathroom - Partial Floor Plan & Elevations

Bathroom - Partial Floor Plan & Elevations

Bathroom - Partial Floor Plan & Elevations

Kitchen - Sections

Kitchen - Sections

Building 415B - Section

Interiior - Detail/Section

Window & Door & Finish Schedule

Partition Schedule

Electrical Abbreviations, Legends & Symbols

Lighting - Plan View

Power & Signal - Floor Plan

HVAC Abbreviations, Legends & Symbols

HVAC - Plan View

HVAC - Details

Plumbing Abbreviations, Legends & Symbols

Plumbing - Plan View

Plumbing Schedule & Specifications

Scope of Work 08-30-13
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KEYNOTES:

1. Install smoke barrier partition composed of 3 5/8” steel studs and 5/8” drywall on the

corridor side above the existing corridor walls located at 415 Corridor wall. The new

partition will extend from topside of existing partitions to the underside of the roof deck.

Provide a steel access door approximately 3' by 6' high with passage hardware.

2. Lead paint is present on the interior side of block face of the exterior wall.  Refer

Specification Section 01 00 00. Spray the existing painted surfaces with a lead

neutralizing sealant, and then scrape the loose paint from the walls. Collect the debris

and have it tested for leachate (TCLP). It is assumed that the debris could then be placed

in a lined landfill. Alternately, the walls can be wet scraped, debris collected, debris

tested, and then the debris hauled to a hazardous landfill, if the sample fails the TCLP

test.

3. Existing masonry shear wall.

Floor Plan -Demolition

1/4" = 1'-0"

79'-7"

3
0
'
-
0
"

KITCHEN
141 SQ. FT.

415
CORRIDOR
263 SQ. FT.

GENERAL NOTES:

1. Maintain the fire protection systems in the building at all times. Protect from damage the

existing sprinkler heads and smoke detection devices.

LEAD IN PAINT STATEMENT:

Due to the age of the 415B building, the paint within and on the outside of the building should be considered lead containing.

During the demolition, painted wood, metal, drywall, masonry and other building components may be impacted.  If this occurs,

the Contractor is required to fully comply with the Occupational Safety and Health Administration (OSHA) Lead in Construction

standard (29 CFR 1926.62)  which includes, but is not limited to training, exposure monitoring and implementing engineering

controls to prevent dust dispersion to the general building environment.  The Contractor shall submit documentation of worker

training and their proposed dust control strategy to the government.

To ensure the effectiveness of the engineering controls, the VA shall employ an industrial hygienist to collect perimeter air

samples for lead outside of the construction area and results of this air sampling shall be provided to the Contractor.  At the

conclusion of the work, a representive sample of the waste stream generated shall be collected and submitted by the

Contractor for analysis by the Toxicity Characteristic Leaching Procedure (TCLP) to determine the appropriate disposal

method in accordance with the Environmental Protection Agency (EPA) Resource Conservation and Recovery Act (RCRA).

All waste generated shall be maintained on site until results of the sample is determined.
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Notes:

1. All electrical work shall comply with the latest edition of the national electrical code.

2. All conditions shall be #12 AWG copper, typ THHN/THWN.

3. All wiring shall be installed in conduit, minimum size 3/4".

4. Conduit shall be mounted flush to ceiling with junction boxes provided for connections.

5. All splices shall be made in junction boxes.

6. Light fixtures shall not be used as junction boxes.

7. Seperate insulated ground wires shall be run in all conduit.

8. Swithces shall be mounted 48" AFF.

9. Panelboard circuit numbers are for reference only. Please verify availability of circuit

breaker space for new branch circuit wiring.

10. All power and lighting branch circuits are connected to panel 415MDP. Homeruns are

noted by branch circuit breaker number.
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NOTES:

1. WHEN INSTALLING HVAC, AVOID INSTALLING HVAC AROUND SPRINKLER SYSTEM PREVENTING

    SPRINKLER SYSTEM FROM WORKING TO CODE. (DO NOT BLOCK ANY SPRINKLER HEADS)

2. PROVIDE SHOP DRAWING FOR VERIFICATION.

3. REFER TO SHEET M-101 FOR GENERAL HVAC NOTES
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KEYNOTES:

1. CONNECT TO EXISTING COLD WATER MAIN

2. 1/2" CW, HW, TO FIXTURE FROM PIPING IN CRAWL SPACE

3. 1" CW TO FIXTURE FROM PIPING IN CRAWL SPACE

4. 3/4" CW, HW TO FIXTURE FROM PIPING IN CRAWL SPACE

5. 1/2" CW, HW FROM CRAWL SPACE TO 48" AFF. CONTRACTOR SHALL

FIELD COORDINATE

6. 1/2" CW UP FROM CRAWL SPACE

DRAWING NOTES:

1. DRAWING IS DIAGRAMMATIC INTENDED TO CONVEY SCOPE OF WORK.

FIELD VERIFY EXISTING CONDITIONS PRIOR TO COMMENCING WORK.

WHERE THERE IS A QUESTION REGARDING SCOPE OF WORK, ADVISE

COTR AND AWAIT DIRECTION BEFORE PROCEEDING WITH WORK.

2. ALL NEW PIPING AND CONNECTION TO EXISTING WATER SERVICE TO

OCCUR IN CRAWL SPACE, EXCEPT FOR VERTICAL RUNS TO FIXTURES

ON FIRST FLOOR.

KEYNOTES:

1. PROVIDE 4" CLEAN OUT.

2. 2" DIA. VENT NEW

3. NEW 4" SANITARY LINE IN CRAWL SPACE

4. CONNECT TO EXIST SANITARY DRAIN

5. VENT LINES TO BE CONNECTED AND EXIT THROUGH ROOF AT

EXISTING ROOF PENETRATIONS

DRAWING NOTES:

1. DRAWING IS DIAGRAMMATIC INTENDED TO CONVEY SCOPE OF WORK.

FIELD VERIFY EXISTING CONDITIONS PRIOR TO COMMENCING WORK.

WHERE THERE IS A QUESTION REGARDING SCOPE OF WORK, ADVISE

COTR AND AWAIT DIRECTION BEFORE PROCEEDING WITH WORK.

2. ALL NEW WASTE PIPING AND CONNECTION TO EXISTING SANITARY

SERVICE TO OCCUR IN CRAWL SPACE, EXCEPT FOR VERTICAL RUNS TO

FIXTURES ON FIRST FLOOR AND VENTS TO ROOF.
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NOTES

1.  ALL FIXTURES SHALL BE WHITE UNLESS NOTED OTHERWISE.

2.  ALL WORK SHALL COMPLY WITH THE 2003 INTERNATIONAL PLUMBING CODE, MECHANICAL CODE, ELECTRICAL CODE, AND LOCAL GOVERNING CODES AND PERMITS.

CONTRACTOR SHALL OBTAIN ALL PERMITS.

3.  ALL INTERIOR HOT AND COLD WATER LINES SHALL BE INSULATED MIN. 1" THICK.  HOT WATER LINES AND EXPOSED    DRAINS SHALL BE INSULATED W/ WHITE PLASTIC

JACKET INSULATION TO PREVENT TOUCH BY HANDICAP -  TRUEBRO LAV GUARD OR EQUAL.  PIPE INSULATION 1" IN ATTIC & MINIMUM 1/2" IN WALLS.  INSULATE WASTE

RISERS W/ MINIMUM 1" INSULATION FOR SOUND.

4.  CONTRACTOR SHALL PROVIDE ALL NECESSARY FITTINGS, FIXTURES & VALVES, TO MAKE AN OPERATING SYSTEM.    ALL PIPING SHALL BE RUN INSIDE WALLS OR ABOVE

CEILING UNLESS SHOWN OTHERWISE.  ALL EXPOSED PIPING TO    OCCUPIED AREAS SHALL BE CHROME PLATED.  PLUMBER/INSTALLER SHALL INSURE THAT PIPES ARE

ADEQUATELY  INSULATED TO PREVENT FREEZING.

5.  CONTRACTOR SHALL COORDINATE CONNECTION OF WATER AND SEWER SYSTEMS WITH LOCAL UTILITES PRIOR TO      MAKING FINAL CONNECTIONS TO WATER AND

SANITARY SEWER MAINS.

6.  CONTRACTOR SHALL PROVIDE ALL MOUNTING HARDWARE & ACCESSORIES TO INSTALL ALL FIXTURES.  INSTALL  HANDICAP FIXTURES IN COMPLIANCE WITH ADA AND

LOCAL CODES.

7.  PROVIDE ALL NECESSARY PUMP CONTROLS, STARTERS, AND DISCONNECTS. PROVIDE  CONNECTION TO WATER &     SANITARY SEWER MAINS.

8.  ALL PIPE PENETRATIONS THROUGH FIRE RATED WALLS, FLOORS AND CEILINGS SHALL BE SEALED PER CODE WITH A  FIRE RATED SEALANT OR ASSEMBLY THAT

PROVIDES EQUAL FIRE RATING OF THE WALL, FLOORS AND CEILINGS.

9.  COORDINATE WITH MECHANICAL AND ELECTRICAL CONTRACTOR ON INSTALLATION & COORDINATION OF WORK & TRADES.

10.  PROVIDE FROST-PROOF HOSE BIBBS W/ INTEGRAL VACUUM BREAKERS & COLD WATER PIPING AS SHOWN ON DRAWINGS.
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